Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product Raglon 3116112 319M2 |Difference | 3181 | Pereent | 5o | Percent | 5642 | 3igiq | Pereent
Change Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 14,363 14,463 -100 14,349 0.1 14,042 2.3 14,506 14,068 3.1
East Coast (PADD 1) 998 938 59 1,074 -71 1,033 -3.4 947 1,037 -8.7
Midwest (PADD 2) ... 3,316 3,486 -170 3,215 3.1 3,074 7.9 3,424 3,205 6.9
Gulf Coast (PADD 3) ... 7,289 7,121 168 7,157 1.9 7,120 24 7,292 6,901 5.7
Rocky Mountain (PADD 4) . 586 573 13 538 8.8 479 224 575 547 5.1
West Coast (PADD 5) . 2,174 2,345 -171 2,364 -8.1 2,336 -7.0 2,268 2,379 -4.7
Gross Inputs ............... 14,572 14,657 -85 14,794 -1.5 14,346 1.6 14,731 14,534 1.4
East Coast (PADD 1) 1,000 944 56 1,074 -6.9 1,053 -5.0 956 1,026 -6.9
Midwest (PADD 2) ... 3,324 3,498 -174 3,258 2.0 3,089 7.6 3,437 3,243 6.0
Gulf Coast (PADD 3) ... 7,337 7,153 184 7,358 -0.3 7,264 1.0 7,346 7,132 3.0
Rocky Mountain (PADD 4) . 590 577 13 542 8.9 478 234 578 549 5.3
West Coast (PADD 5) . 2,320 2,484 -164 2,562 -9.4 2,462 -5.8 2,414 2,583 -6.5
Operable Capacity' .... 17,730 17,730 0 17,594 0.8 17,688 0.2 17,730 17,594 0.8
East Coast (PADD 1) 1,618 1,618 0 1,397 15.8 - - 1,618 1,397 15.8
Midwest (PADD 2) ... 3,721 3,721 0 3,728 -0.2 - - 3,721 3,728 -0.2
Gulf Coast (PADD 3) ... 8,640 8,640 0 8,626 0.2 - - 8,640 8,626 0.2
Rocky Mountain (PADD 4) . 624 624 0 623 0.2 - - 624 623 0.2
West Coast (PADD 5) . 3,128 3,128 0 3,219 -2.8 - - 3,128 3,219 -2.8
Percent Utilization? .... 82.2 82.7 -0.5 84.1 —-— 81.1 —-— 83.1 82.6 —-—
East Coast (PADD 1) 61.8 58.4 3.4 76.9 -— - -— 59.1 73.5 -—
Midwest (PADD 2) ... 89.3 94.0 -4.7 87.4 - - - 92.4 87.0 -—
Gulf Coast (PADD 3) ... 84.9 82.8 21 85.3 —-— - - 85.0 82.7 -=
Rocky Mountain (PADD 4) . 94.6 925 21 87.0 -— - - 92.6 88.1 -—
West Coast (PADD 5) 74.2 79.4 -5.3 79.6 - - -—= 77.2 80.2 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ..................cccccocoveu..... 8,762 8,821 -59 9,026 -2.9 9,024 -2.9 8,756 9,005 -2.8
Finished Motor Gasoline (less Adjustment)* 8,577 8,737 -160 9,067 -5.4 9,024 -5.0 8,678 9,009 -3.7
East Coast (PADD 1) .... . 2,769 2,828 -59 2,875 -3.7 2,400 15.4 2,782 2,875 -3.2
Midwest (PADD 2) ..... 2,050 2,114 -64 2,116 -3.1 2,179 -5.9 2,110 2,167 -2.6
Gulf Coast (PADD 3) .. 2,007 1,953 54 2,205 -9.0 2,510 -20.0 1,969 2,114 -6.8
Rocky Mountain (PADD 4) 277 290 -13 293 5.4 296 -6.5 288 298 -3.5
West Coast (PADD 5) ... 1,474 1,552 -78 1,578 -6.6 1,639 -10.1 1,528 1,555 -1.7
Reformulated? ... 2,959 3,020 -61 3,052 -3.0 3,030 -2.3 2,980 3,017 -1.2
Conventional4 . 5,617 5717 -100 6,014 -6.6 5,994 -6.3 5,698 5,993 -4.9
Adjustment5 185 84 101 -41 -— - -— 78 -4 -=
Kerosene-Type Jet Fue 1,368 1,339 29 1,391 -1.6 1,340 2.1 1,367 1,381 -1.1
East Coast (PADD 1) .. 54 45 9 80 -32.1 52 4.7 53 86 -38.2
Midwest (PADD 2) .. 214 245 -31 235 -8.6 191 12.2 225 215 4.3
Gulf Coast (PADD 3) ... 709 667 42 685 3.5 729 -2.8 695 651 6.8
Rocky Mountain (PADD 24 24 0 27 -12.1 22 8.4 23 29 -20.4
West Coast (PADD 5) ... 366 358 9 364 0.6 346 59 371 400 -74
Distillate Fuel Oil ........... 4,251 4,146 106 4,318 -1.5 3,700 14.9 4,225 4,153 1.7
East Coast (PADD 1) .. 354 322 32 299 18.4 282 25.6 346 335 34
Midwest (PADD 2) .. 995 981 15 878 13.4 835 19.2 1,015 926 9.6
Gulf Coast (PADD 3) ... 2,235 2,194 41 2,398 -6.8 1,994 121 2,258 2,170 41
Rocky Mountain (PADD 4) 211 212 -1 177 18.9 157 34.4 199 172 15.5
West Coast (PADD 5) . 455 437 19 566 -19.5 432 54 407 550 -25.9
15 ppm sulfur and Under . 3,667 3,559 108 3,700 -0.9 2,922 255 3,592 3,533 1.7
> 15 ppm to 500 ppm sulfur 186 214 -28 257 -27.8 408 -54.5 198 205 -3.5
> 500 ppm sulfur .... 399 373 26 361 10.3 370 7.7 435 415 4.9
Residual Fuel Oil . 531 528 & 510 4.0 505 5.1 546 529 3.2
East Coast (PA ) . 46 48 -2 48 -3.6 65 -29.0 47 49 -4.6
Midwest (PADD 2) .. 33 42 -9 48 -30.4 37 -9.7 39 44 -12.1
Gulf Coast (PADD 3) ... 299 305 -6 301 -0.7 248 20.4 314 309 1.7
Rocky Mountain (PADD 4) 11 5] -2 11 5.0 7 61.2 13 10 294
West Coast (PADD 5) .... 141 120 22 103 371 148 -4.5 134 117 14.0
Propane/Propylene® ..... 1,230 1,190 40 1,047 17.5 1,044 17.8 1,200 1,014 18.3
East Coast (PADD 1) .. 86 92 -6 44 96.8 39 120.6 88 43 105.0
Midwest (PADD 2) .. 283 222 61 255 10.9 243 16.3 251 253 -0.6
Gulf Coast (PADD 3) 730 742 -12 688 6.1 699 4.4 731 659 10.9
PADDs 4 and 5 131 134 -3 60 117.0 63 108.2 131 60 119.0
Ethanol Plant Production

Fuel Ethanol 893 892 0 913 -2.2 - - 897 893 0.4
East Coast (PADD 1) .. W w W W W w w W w W
Midwest (PADD 2) .. 833 832 1 863 -3.4 - - 837 844 -0.9
Gulf Coast (PADD 3) ... w W w w w w W w w w
Rocky Mountain (PADD 4) w w w w w w w w w w
West Coast (PADD 5) w w w w w w W w w w

= Not Applicable.

~ = Data Not Available.
V¥ = Data Withheld.

2

Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
8 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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